N SERIES CERNEX, Inc.

SERIES N
RF COAXIAL CONNECTORS

Series N connectors are screw-type coupling and provide sturdy reliable connection. The N connectors are
available for flexible , semi-rigid and corrugated cables as well as bulkhead and panel versions.

Key performance
Characteristic Impedance : 50 Q
Frequency range : 0~11GHz
Contact resistance :
Center conductor <1.5mQ
Out conductor <0.2m@Q
Insulation resistance :  =5000M Q
Insulator voltage withstanding : 1500V
VSWR <1.30
Connector durability : 500 cycles

Applicable spec/std : MIL-C-39012

Material
Center contacts:
Male---brass, gold plated.
Female---phosphor bronze, gold plated
Bodies and other metal parts:
brass, nickel plated
Insulators: Teflon
Crimp ferrule: copper, nickel plated.
Gasket and seal rings: silicone rubber
Heat-shrink tubing: thermofit plastic

Interface Dimensions

10.11~10.46
008min | |
5.33~5.84 o
S B )
b4
T e
) - Q
3| e‘*g% 5 <
Elel——m _ 151z €
S i3, 3¢
8|S _ f,°° Y
® S I
& B I I
0.41~1.52
45min_| | |_ 4.01~427

Reference Plane

o Yo}
1.19~1.96 ™
D L P
m &
<
S [52)
wN e | e
Jlsts S
2|2 2l e’*
N B L
P e
f?'? LS Y
4.75~5.26
L | 904919

— —



N SERIES

NB3  0611-6601 B3 2 036 piatodpody siiver patd

1. jj: N-JB3B  0611-6603 B3 24 @36 allof SUCO plated
S MBS OG14GE01 B3 2 O3 ey iverpe
“ coupling nut, nickel plated.
NJBSA  0611-6607 BSA 264 D64 gqhacymoke R an

23.7

|

|

|
e

i

N-JB3A  0611-6602 B3 body silver plated

286
b _
<
i = N-B3D  0611-6608 B
SW12\ SW8
29.5
[ _
[ N-JWB3 06316601 B3 036
L j N-JWBSA 06316602  BSA 64

T

N-JWB3A  0631-0064 RS o piaiea

>_13.9

o
w
o




403,

017.5
012.7

O NKEBB 06211603 B2 i

©
v
5 NKFB3A  0621-1606 B e
25
© -
=
d pl

N-KFB3B  0621-1607 B3 Ak Tk

gold plated.




















































